SUPPORTER iki kablolu Pnomatik Manipiilator;

Operatér merkezli yikleri dengede minimum efor ile ve en hizli sekilde ¢alisma alani iginde glvenli bir
sekilde tasir. Yikin dengesi iki c¢elik kablonun balans Unitesine baglanmasi ile saglanmaktadir.
Maniptlatorler kancali olarak imal edildigi gibi istege gore dizayn edilen 6zel tutucular ile imal edilmektedir.
iki koldan olugan manipiilatérde kol dénme eksenlerinde toplam iki adet fren vardir.

Max tasimakapasitesi : 50kg

Max yarigap 12200 mm

Tasima yuksekligi 11400 mm

Hava Tuketimi :Max.15 NI bir calisma periyodu
Max. dikey tasimahizi  :0,5 metre/saniye

Manipulatérin kullanma alanlart;
Otomotiv, Gida, Kimya, Yapi, Elektrik, Dokim, Ambalaj, Ahsap, Mekanik, Tekstil, Vitrifiye, Metal, Beyaz
esya, Tutlin, Kauguk, Lastik

Pneumatic Manipulator SUPPORTER with double cable;

Supporter, generally utilized with a hook, can be equipped with simple gripping tools to allow the handling of
light loads in a weightless condition in any direction. The particular double arm structure and medium joint
makes it easy to handle and gives precision throughout the working area.

Weight capacity : 50kg

Max radius :2200 mm

Vertical lift 11400 mm

Consumption :Max. 15 Nl per working cyle

Max. vertical lifting speed : 0,5 metres/second

Manipulators' areas of application;

Automotive, Food, Chemistry, Building, Electric, Electronic, Foundry, Packaging, Wood, Textile, Mechanics,
Ceramic, White goods, Tobacco, Caoutchouc, Rubber.



Supporter yerde montaj-SY
Supporter column mounted-SY
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°
l Max Radyts
Max Radi mm| Rmax | 2240 | 2500 | 3000
ax Radius
T Min Radyiis _
Min Radi mm| Rmin | 160 190 200
in Radius
x g | Tasima yuksekigi H | 1400 | 1400 | 1400
% Vertical lift
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Rmin T T Rmax Min Vertical lift
Max Ykseklik
Max height mm| *Hmax | 2600 | 2600 | 2600
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Min height mm| *Hmin | 2100 | 2100 | 2100
Kuru, filitre edilmis (40 um) ve yagsiz min. 0.7/0.8 MPa hava ile galisir.
Air supply: Dry, filtrated (40 um) and oil free compressed
. min. constant 0.7/0.8 MPa
Supporter tavanda montaj-ST
Supporter overhead mounted-ST
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Supporter tavanda arabali-STA

Supporter overhead trolley mounted-STA
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Tasima kapasitesi
sima kapast st ka| 50 | 45 | 35

Weight capacity
Max Radyus
: mm| Rmax [ 2240 | 2500 | 3000
Max Radius
Min Radyus )
mm| Rmin | 160 190 200
Min Radius
Tasima ylksekligi
H 1400 | 1400 | 1400
Vertical lift
Min Tagima yuksekligi
) o mm| *h 200 200 200
Min Vertical lift
Max Yukseklik
) mm| *Hmax [ 2800 | 2800 | 2800
Max height
Min Yiiksekdik *Hmin | 2100 | 2100 | 2100
Min height mmy “rmin

*Isaretli dlgiiler istege gore degisebilir.
*marked dimensions change according to costumer request.
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Industrial
Manipulators

TRANSPORTER iki kablolu Pnématik Manipuilator;

Operatér merkezli yikleri dengede minimum efor ile ve en hizli sekilde ¢alisma alani iginde glvenli bir
sekilde tasir. Yikin dengesi iki c¢elik kablonun balans Unitesine baglanmasi ile saglanmaktadir.
Maniptlatorler kancali olarak imal edildigi gibi istege gore dizayn edilen 6zel tutucular ile imal edilmektedir.
iki koldan olugan manipiilatérde kol dénme eksenlerinde toplam iki adet fren vardir.

Max tasima kapasitesi  : 120kg

Max yarigap :3000 mm

Tasima yuksekligi :1800 mm

Hava Tuketimi :Max. 40 NI bir calisma periyodu
Max. dikey tasimahizi  :0,5 metre/saniye

Manipulatérin kullanma alanlart;
Otomotiv, Gida, Kimya, Yapi, Elektrik, Dokim, Ambalaj, Ahsap, Mekanik, Tekstil, Vitrifiye, Metal, Beyaz
esya, Tutlin, Kauguk, Lastik

Pneumatic Manipulator TRANSPORTER with double cable;

Transporter, generally utilized with a hook, can be equipped with simple gripping tools to allow the handling
of light loads in a weightless condition in any direction. The particular double arm structure and medium joint
makes it easy to handle and gives precision throughout the working area.

Weight capacity : 120kg

Max radius :3000 mm

Vertical lift :1800 mm

Consumption :Max. 40 NI per working cyle

Max. vertical lifting speed : 0,5 metres/second

Manipulators' areas of application;

Automotive, Food, Chemistry, Building, Electric, Electronic, Foundry, Packaging, Wood, Textile, Mechanics,
Ceramic, White goods, Tobacco, Caoutchouc, Rubber.



Transporter yerde montaj-TY

Transporter column mounted-TY
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Transporter tavanda montaj-TT
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Tasima kapasitesi K 120 100 85 75
Weight capacity g
Max Radyts

: mm| Rmax [ 3000 | 3500 | 4000 | 4500
Max Radius
Min Radyus .
) : mm| Rmin | 420 530 640 750
Min Radius
Tasima yiksekligi H | 1800 | 1800 | 1800 | 1800
Vertical lift
Min Tasima yuksekligi
) o m *h 150 150 150 150
Min Vertical lift
Max Yukseklik

. mm | *Hmax | 2950 | 2950 | 2950 | 2950
Max height
Min Yukseklik
. ) mm| *Hmin | 2400 | 2400 | 2400 | 2400
Min height

Transporter overhead mounted-TT

Hmax

Hmax

Kuru, filitre edilmis (40 um) ve yagsiz min. 0.7/0.8 MPa hava ile galisir.
Air supply: Dry, filtrated (40 um) and oil free compressed

min. constant 0.7/0.8 MPa

~ w 360° Tasima kapasitesi ka| 12 1 7
| <D)E Weight capacity g 0 00 85 5
o
Max Radyts
: mm| Rmax [ 3000 | 3500 | 4000 | 4500
Max Radius
«360° T Min Radvi
(- in RadyUs
nrady mm| Rmin | 420 | 530 | 640 | 750
Min Radius
Tagima yksekligi H | 1800 | 1800 | 1800 | 1800
Vertical lift
£ Min Tagima yUksekligi
. £ . oY mm| *h | 150 | 150 | 150 | 150
Rmin T Rmax Min Vertical lift
Max Y Ukseklik
. mm | *Hmax [ 2950 | 2950 | 2950 | 2950
Max height
= Min Yukseklik
. ) mm| *Hmin [ 2400 | 2400 | 2400 | 2400
Min height
Transporter tavanda arabali-TTA
Transporter overhead trolley mounted-TTA
T %" 360° Tasima kapasitesi
ki
| p— Weight capacity 9| 120 100 85 75
°
j Max Radyus
: mm| Rmax [ 3000 | 3500 | 4000 | 4500
Max Radius
«360° T .
Min Radyus
= nracy mm| Rmin | 420 | 530 | 640 | 750
Min Radius
Tasima ylksekligi H | 1800 | 1800 | 1800 | 1800
Vertical lift
< Min Tagima yuksekligi
) € ) ) _ mm| *h 150 150 150 150
Rmin T Rmax Min Vertical lift
Max Yukseklik
. mm | *Hmax [ 3200 | 3200 | 3200 | 3200
Max height
< Min YUkseklik
o mm | *Hmin | 2400 | 2400 | 2400 | 2400
Min height
*Isaretli dlgliler istege gore degisebilir.
*marked dimensions change according to costumer request.
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POWERFUL rijid kollu Pnématik Manipiilator;

Operator otelenmis merkezli yikleri dengede minimum efor ile ve en hizli sekilde ¢alisma alani iginde
glvenli bir sekilde tasir. Maniptlatorler kancali olarak imal edildigi gibi istege gore dizayn edilen 6zel
tutucular ile imal edilmektedir. Tim dénme eksenlerinde toplam dort adet fren vardir. Kancalilarda kanca
ekseni harig Ug adet fren vardir.

Max tasima kapasitesi  : 450kg

Max yarigap 14000 mm

Tasima yuksekligi 12450 mm

Hava Tuketimi :Max. 200 NI bir calisma periyodu
Max. dikey tasimahizi  :0,5metre/saniye

Manipdulatérin kullanma alanlart;
Otomotiv, Gida, Kimya, Yapi, Elektrik, Dokiim, Ambalaj, Ahsap, Mekanik, Tekstil, Vitrifiye, Metal, Beyaz
esya, Tutln, Kauguk, Lastik

Pneumatic Manipulator POWERFUL with articulated arms;

Powerful, equipped with special gripping tools, is particulary suitable to handle manually, in a weightless
condition, center and off-set loads in any direction. Thus enables the operator to work quickly, with precision
and without fatigue, in excellent ergonomic and safety conditions, its versatile structure also allows to fit any
working environment.

Weight capacity . 450kg

Max radius :4000 mm

Vertical lift 12450 mm

Consumption :Max. 200 NI per working cyle

Max. vertical lifting speed : 0,5 metres/second

Manipulators'areas of application;

Automotive, Food, Chemistry, Building, Electric, Electronic, Foundry, Packaging, Wood, Textile, Mechanics,
Ceramic, White goods, Tobacco, Caoutchouc, Rubber.
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Kuru, filitre edilmis (40 um) ve yagdsiz min. 0.7/0.8 MPa hava ile galisir.
Air supply: Dry, filtrated (40 pm) and oil free compressed
min. constant 0.7/0.8 MPa Rmax radyiis-radius (mm) 2000 2500 3000 3500 4000
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Rmax radyus-radius (mm) 2000 2500 3000 3500 4000
Rmin/R radyiUs-radius (mm) 580/1775 750/2200 850/2630 1000/3075 1150/3540
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Manipulators

HERCULES rijid kollu Pnomatik Maniptilator;

Agir tasinmasi zor olan 6telenmis merkezli yikleri dengede tasimak igin dizayn edilmistir. Operator yiku
minimum efor ile galisma alani icinde guvenli bir sekilde tasir. Manipulatorler kancali olarak imal edildigi gibi
istege gore dizayn edilen 6zel tutucular ile imal edilmektedir. Tim dénme eksenlerinde toplam dort adet fren
vardir. Kancalilarda kanca ekseni harig Gi¢ adet fren vardir.

Max tasima kapasitesi  : 900kg

Max yarigap 14500 mm

Tasima yuksekligi :2200 mm

Hava Tuketimi :Max. 400 NI bir caligma periyodu
Max. dikey tasimahizi :0,5 metre/saniye

Manipulatérin kullanma alanlart;
Otomotiv, Gida, Kimya, Yapi, Elektrik, Dokim, Ambalaj, Ahsap, Mekanik, Tekstil, Vitrifiye, Metal, Beyaz
esya, Tutlin, Kauguk, Lastik

Pneumatic Manipulator HERCULES with articulated arms;

Hercules, designed and realized particularly for difficult handlings, meets the requirement to move heavy
and off-set loads, in any direction, allowing the operator to work with minimum effort in good ergonomic and
safety conditions. Its slim strong structure eleminates the drifting effect.

Weight capacity : 900kg

Max radius 14500 mm

Vertical lift 12200 mm

Consumption :Max. 400 NI per working cyle

Max. vertical lifting speed : 0,5 metres/second

Manipulators' areas of application;

Automotive, Food, Chemistry, Building, Electric, Electronic, Foundry, Packaging, Wood, Textile, Mechanics,
Ceramic, White goods, Tobacco, Caoutchouc, Rubber.



Hercules yere montaj-HY
Hercules column mounted-HY
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Vertical lift (H)
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Hercules tavana montaj-HT

Hercules overhead mounted-HT
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Vertical lift (H)
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>
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Tasima yuksekligi (H)

Hercules tavanda arabali-HTA
Hercules overhead trolley mounted-HTA

Rmin

Min yikseklik (H min)
Min height (H min)

Tasima ylksekligi (H)
Vertical lift (H)

Ray baglama yuksekligi (H r)
Runway attachment height (H r)

H 2200 mm
Hmax 4960 mm
Hmin 2000 mm

H 1900 mm
Tagima Hmax 4660 mm
Kapasitesi (kg) Hmin 2000 mm
Welght H 1600 mm
. H 4360
capacity (kg) Hmin 2000 mm
900
750 N
N
600 ™~
T~
™~
450 ~l
300
Rmax radyis-radius (mm) 2500 3000 3500 4000 4500

Rmin/R radyus-radius (mm)

935/2325 1095/2785 1255/3245 1415/3705 1575/4245

H 2200 mm
Hf 4340 mm
Hmin 2000 mm

H 1900 mm
Tasima Hf 4190 mm
Kapasitesi (kg) Hmin 2000 mm
Welght H 1600 mm
X Hf 4040
capacity (kg) Hmin 2000 mm
900
750 N
N
600 ™~
I~
™~
450 ™~
300
Rmax radyis-radius (mm) 2500 3000 3500 4000 4500

Rmin/R radyus-radius (mm)

935/2325 1095/2785 1255/3245 1415/3705 1575/4245

H 2200 mm
Hr 4715 mm
Hmin 2000 mm
H 1900 mm
Ta§|ma . Hr 4565 mm
Kapasitesi (kg) Hmin 2000 mm
; H 1600 mm
Weight Hr 4415 mm
capacity (kg) Hmin 2000 mm
900
750 N
N
600 ™~
T~
™~
450 =
300
Rmax radyis-radius (mm) 2500 3000 3500 4000 4500

Rmin/R radyis-radius (mm)

935/2325 1095/2785 1255/3245 1415/3705 1575/4245

Kuru, filitre edilmis (40 um) ve yagsiz min. 0.7/0.8 MPa hava ile galisir.
Air supply: Dry, filtrated (40 um) and oil free compressed min. constant 0.7/0.8 MPa
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FORCEFUL rijid kollu Pnématik Manipiilator;
Operator 6telenmis merkezli yukleri dengede minimum efor ile ve en hizli sekilde ¢alisma alani iginde
glvenli bir sekilde tasir. Manipulatorler kancali olarak imal edildigi gibi istege gore dizayn edilen 6zel

tutucular ile imal edilmektedir. Tim donme eksenlerinde toplam dort adet fren vardir. Kancalilarda kanca
ekseni harig ¢ adet fren vardir.

Max tasima kapasitesi  : 250kg

Max yarigap 12500 mm

Tasima yuksekligi 21700 mm

Hava Tuketimi :Max. 100 NI bir calisma periyodu
Max. dikey tasimahizi  : 0,5 metre/saniye

Manipulatérin kullanma alanlart;
Otomotiv, Gida, Kimya, Yapi, Elektrik, Dokim, Ambalaj, Ahsap, Mekanik, Tekstil, Vitrifiye, Metal, Beyaz
esya, Tutlin, Kauguk, Lastik

Pneumatic Manipulator FORCEFUL with articulated arms;

Forceful equipped with special gripping tools, is particulary suitable to manually handle, in a weightless
condition, center and off-set loads in any direction. Thus enables the operator to work quickly, with precision
and without fatigue, in excellent ergonomic and safety conditions, its versatile structure also allows to fit any
working environment.

Weight capacity . 250kg

Max radius 12500 mm

Vertical lift 21700 mm

Consumption :Max. 100 NI per working cyle

Max. vertical lifting speed : 0,5 metres/second
Manipulators' areas of application; Automotive, Food, Chemistry, Building, Electric, Electronic, Foundry,
Packaging, Wood, Textile, Mechanics, Ceramic, White goods, Tobacco, Caoutchouc, Rubber.



Forceful yere montaj-FY
Forceful column mounted-FY
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Min yikseklik (H min)
Min height (H min)

Tasima yuksekligi (H)
Vertical lift (H)
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Max yukseklik (H max)

Max height (H max)

Forceful tavana montaj-FT

Forceful overhead mounted-FT
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Tasima yiksekligi (H)
Vertical lift (H)

Flans baglama yiksekligi (H f)
Flange attachment height (H
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Forceful tavanda arabali-FTA

Forceful overhead trolley mounted-FTA
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Ray baglama yuksekligi (H r)
Runway attachment height (H r)

Tasima kapasitesi

Weight capacity 250 | 200 150 80
Rmax mm | 1900 | 2000 | 2200 | 2500
Rmin mm | 610 660 675 740
R mm | 1650 | 1730 | 1910 | 2175
Hmax mm | 3885 | 3985 | 4085 | 4285
Hmin mm | 2000 [ 2000 | 2000 | 2000
H mm | 1300 | 1400 [ 1500 | 1700

Tasima kapasitesi

Weight capacity 250 | 200 150 80
Rmax mm | 1900 [ 2000 | 2200 | 2500
Rmin mm [ 610 660 675 740
R mm | 1650 | 1730 [ 1910 | 2175
Hf mm | 3990 | 4040 | 4090 | 4190
Hmin mm | 2000 | 2000 | 2000 | 2000
H mm | 1300 | 1400 | 1500 | 1700

Tas_lma kapas.itesi K 250 200 150 80

Weight capacity

Rmax mm | 1900 | 2000 | 2200 | 2500
Rmin mm | 610 660 675 740
R mm | 1650 | 1730 | 1910 | 2175
Hr mm | 4290 | 4340 | 4390 | 4490
Hmin mm | 2000 | 2000 | 2000 | 2000
H mm | 1300 | 1400 [ 1500 | 1700

Kuru, filitre edilmis (40 um) ve
yagsiz min. 0.7/0.8 MPa hava ile galisir.
Air supply: Dry, filtrated (40 um) and oil free compressed
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